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Model Number 81-P59x59   

LED power: 56w

Input Voltage 85-265VAC

Frequency Range 50/60Hz

LED source: Side light LED

Initial luminous flux: 5,040lm

Power Factor(PF) >0.95

Total Harmonic Distortion ( Thd) <9%

Luminous efficiency: 92.8lm/w

Light efficiency: >90%

Operating temperature: -30°C ~ +55°C

Color Temperature
Cool white: 6000K-6500K

Other options available on request.

Color Index(CRI) Ra>80

Light Body& Lampshade Aluminum Alloy And PC

Working Life 50,000 Hrs

Dimensions – Width x Height x Depth: 595mm x 595mm x 11mm

Net Weight 4.5Kgs

Geckolighting® LED 56W Light Panel.
Unique design 600mm x 600mm* LED light panel that 
can be either suspended from the ceiling or recessed 
into ceiling.  Standard batten size, light weight and 
super bright. 
Includes hanging kit and driver.
* Actual size 595mm x 595mm for easy installation into 
existing ‘T’ frames.
Optional Hanging Kit and Surface mounting frame 
available

Features:

• Slimline
• Recessed In ceiling or suspended installation
• Unique design
• High Brightness
• No IR radiation, UV or mercury
• Long life – less maintenance
• Low Heat

Optional installation method

Geckolighting® LED Panel 600x600 56w
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